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20 Direct Pattern Selection

@ Just One Touch!
Your desired sewing pattern can be
selected by simply pressing a button.

@ The pattern selection key illuminates
when it is selected. -

@ The symbol of presser foot -
is shown by stitch illustration. S

Included




Just One Touch!
Fasy to Select Your Desired Stitch Pattern

4 HZL-K Series
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BSPECIFICATIONS
Sewing Speed : Max. 720sti/min

Needle : HA X 1(130/705H)#9~—#16
Dimensions : 415(W) X 300(H) % 190(D)Jmm

Weight (machine only) : 7.1kg (15.6LBS)

Start / Stop Button
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Ready to sew or
currently sewing
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the status of the

machine.

Needle Threader

The needle threader easily
threads the needle and allows
you to start sewing quickly.

 Size of Stitch Pattern Two Automatic
and Needle Position Lock Stitches
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You can change the size of
stitch patterns as well as the
needle position. HZL-K series
has 15 needle positions.

Thread Tension
— .

Normally, if the dial is set to
"Auto", it is suitable for most
fabrics.
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@ Free Arm @ Drop in Bobbin
& Drop Feed for Free Motion Quilting

i8] 4]
t.

JUKI CORPORATION
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HZL-K series can automatically
sew a lock stitch at the beginning
and end of sewing. There are two
types of lock stitch, reverse stitch
and reinforcement stitch.

Easy to Start Sewing
Thick Fabrics

Press the black bution of presser
foot to make the presser foot
parallel to the throat plate. This
makes easy to start sewing thick
fabrics.
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Hard Case Foot Controller
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HZL-Kseries sews the buttonhole
automatically according to the
size of the button.

LED Light -

LED light brightens the needle
area for a better material
handling. LED light will not
heat up even during long
operations.
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Ooti @ Wide Table @ Smooth Presser Foot
PpHOnS @ Even Feed Presser Foot .

@ The sawing mach:ne complias with the ~JUKI Group Green Procuramant
Guidelines” on the use of hazardous substances, which & stricter than
nther restrictions. such as thosa of the RoHS Directiva

For details of JUKI PRODUCTS. refer 1o:
httoe/ /www jukl co jp/feco_esindax html

*The FoHS Directive s an EU Directive limiting the usa of B hazardous substances (iead. haxavalant

chromum, marcury, cadmeum, PBE and PREE) in elecirical and elscimnonic equipmeant The Juki Grean
| Procwemant Guideline ks tha voluntarily establishad criteria to eliminate not only the aforementioned
s subEiances, bt also other ones which alsa adversely affect tha amdronment
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& G. LIEBERMAN CO., INC.
2420 Distribution Street
Charlotte, North Carolina 28203

Toll Free (800) 438-0346 National

FAX (704) 333-1676
www.bglieberman.com

JUKI CORPORATION holds the rights to change technical specifications without prior notice.
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